
Male Plug

Plugs Into

44” Long

43” Long

Surge Protector

Right
Negative Symbol

Indicated on
Display Frame 

LEFT
Positive Symbol
Indicated on

Display Frame 

Power Connector With Grub Screw

Low Voltage Switching Adapter
Input 110-220 V / Output 12 V

(Required and Provided)

Surge Protector

Plugs Into
Standard Outlet

(Required and
Provided)

Timer
(Provided)

Mounting & Electrical Setup For LED Displays
Option 1 Power Connectors On Bottom

Plastic Isolator
/ Cable Anchor

Screw

Cable Catch

End Cap

_+

End Cap

Tension Spring

Cable Catch
With Grub Screw

Screw

Plastic Isolator / Cable Anchor

Plastic Measuring Template
For Exact Cable Placement

Provided

Mounting Surface

Mounting Surface

Display Frame Notes:
•Install All Display Frames With The
Negative Side on the Same Cable.
•Do Not Install More Than 5 Display
Frames On One Cable System
•The Side with the Positive (+)
and Negative (-) Stickers on the Display
Hardware Faces You When Installing.

  
Standard
110/220
Electrical

Outlet

NOTE: Cables and
Plug Lengths are

Longer than Shown.
For a clean installation

Cut White Wires to 
Length Needed.

(White Wires 13ft. Long)

For Technical Assistance Contact Showcase Art And Framing 1800-628-1395

Plastic Isolator

Insert Wires and
Tighten Grub Screws to Hold

Positive and Negative Wires in Place.

Female Plug

White Wire Splits to
Connect to Both Cables.

(Positive White Wire
Has Blue Tape on it.)

Wiring Application
White Wire Housing (Conduit)

/ Power Connectors with White Wire Feed.
Note: Can be Applied Above

or Below Window Area Vertically.

(Conduit Available at Most Hardware Stores.)

Cable Notes: 
•Cables to be Cut to the Length
Needed for Each Installation.
This is Achieved by Cutting the Cable
1/8” above the Bottom Cable Anchor.


